How to reset Defaults (via Serial Port)

(1) Connect power to IP-KVM
(2) Connect Computer via Null modem cable
(3) Using Hyper Terminal to setup IP-KVM
a. Start -> Program -> Accessories -> Communication -> Hyper Terminal ->
input Name of connection

Connection Description A |

% Mew Cannection

Eriter a name and choose an icon for the connection:

HMame:

JIP-Kihd

Cancel |

b. Choose com port which you connect IP-KVM
21

% IP-Ek

Enter detailz for the phone number that you want to dial:

LCountry/region: ITa\Wan [886] ﬂ

Area code: IDZ

Phane number: I

Connect using:

c. Setup COM port properties as below -> OK to connect IP-KVM via serial

port

Port Settings |

Bits per zecond: lm
D ata bits: IS vl
Paity: lﬁ

Stop bits: lﬁ

Flow contral: I_ vl

Restare Defaults |
ak. I Cancel | Lpply |

d. reset IP-KVM and immediately press the <ESC>. A prompt *“ => " will
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show on screen. Enter “defaults” and press <Enter> key to process defaults.
o

Eile EdEt Wiew Call Transfer Help

D= 53| olE] &

E]

a
=> defaults
Please wait...

Connected 00:00:09 [putodetect [1152008-N-1 [SCROLL  [CAPS [MUM  [Caprure  [Frint echo

& IP-K¥M - HyperTerminal =101

Eile EdEt Wiew Call Transfer Help

D= 53| olE] &

a
=> defaults
Please wait...
Installing default configuration ...
Writing configuration data to flash ...
Done.
Rebooting. ..

:

e. Wait a few seconds, the following message will appear on the screen.

Defaults was finished.
il

Eile EdEt Wiew Call Transfer Help

D= 53| olE] &

Connected 00:00:33 [putodetect [1152008-N-1 [SCROLL  [CAPS [MUM  [Caprure  [Frint echo

Yelcome!

Choose a login for the following features:
—Initial IP configuration: “config”.
—-Reset device: "reset”

{none) login:

S [

Connected 00:01:45 [putodetect [1152008-N-1 [SCROLL  [CAPS [MUM  [Caprure  [Frint echo
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